1. Description

Good filtration is not only highly important in
machines which take in air like compressors,
vacuum pumps and combustion engines, good
inlet silencing is also becoming increasingly vital.
The range described below offers a wide choice

of high performance filter types for this application.

The range includes some types with oil-wetted
inserts which can be rinsed out for small
compressors for the hobby and manual crafts
sector.

All of the filters are distinguished by their good
filtering efficiency and high contamination
absorption properties.

T,

IMAHLE

Air Filters

Inlet silencers

® compact design
® ease of handling

o fitted with high efficiency filter
elements

® world-wide sales

MAHLE Filtersysteme GmbH - Bereich Industriefilter - Postfach 13 09 - 74603 Ohringen - Telefon (079 41) 67-0 - Telefax (079 41) 67-429



2. lllustrations
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3. Dimensions

Type number lllustration| ,, jomeerdr d, d, d, d, i i h, h,
Pi 0110 NL 1 0,11 M 16x1,5 80 21 - 12 - - 67
Pi 0111 NL 1 0,12 M 22x1,5 80 27 - 13 - - 67
Pi 0112 NL 1 0,12 Gl 80 26 - 13 - - 67
Pi 0113 NL 1 0,10 G% 80 22 - 12 - - 67
Pi 0114 NL 1 0,12 G% 80 32 = 15 = - 67
Pi 0110 Mic 1 0,11 M 16x1,5 80 21 = 12 = - 67
Pi 0111 Mic 1 0,12 M 22x1,56 80 27 - 13 - - 67
Pi 0112 Mic 1 0,12 Gl 80 26 - 13 - - 67
Pi 0113 Mic 1 0,10 G% 80 22 - 12 - - 67
Pi 0114 Mic 1 0,12 G# 80 32 - 15 - - 67
LP 852 2 0,45 35 89 28 = = 73 98 52
LP 490 3 0,5 40 128 = 25 189 - 126 39
FL 3115/40 4 1.0 40 115 - - - - 75 -
LP 510/1 5 2,4 55 216 - 30 368 - 113 9
GD 844 5 2,4 55 216 - 30 368 - 113 9
LP 500/1 6 3,2 70 185 - 38 300 - 166 88
LP 500 7 4,6 70 185 75 = = 125 166 88
LP 501/4 6 6,7 100 228 - 60 400 - 183 92
LP 501/5 7 7,7 100 228 100 - - 145 183 92
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5. Specifications

Type

Material: Housing
LP 852
PiO1...
Any other
Seals

6. Order numbers

Inlet silencer

Glass fibre reinforced polyamide

Painted steel sheet
NBR

Material: Filter element

AG../EL../852...

T
FL*
NL*

Mic Paper

® Filtration efficiency approx. 6 pm
¢) approx. 10 ym

natural fibre
steel mesh
foam

* These cartridges may be cleaned by rinsing them in benzene.
After cleaning, dip T and FL in clean SAE 20 motor oil and allow
to drip for approx. 30 minutes.

6. Filter complete 6.1 Filter elements 6.2 Filter material
Order number Type number Order number Type number

774.940.1 Pi 0110 NL = - Foam

774.941.9 Pi 0111 NL S - Foam

774.942.7 Pi 0112 NL = - Foam

774.943.5 Pi 0113 NL = - Foam

774.944.3 Pi 0114 NL S - Foam

773.470.0 Pi 0110 Mic 768.764.3 852.507 Mic Mic-Paper )
773.473.4 Pi 0111 Mic 768.764.3 852.507 Mic Mic-Paper °
773.476.7 Pi 0112 Mic 768.764.3 852.507 Mic Mic-Paper °
773.479.1 Pi 0113 Mic 768.764.3 852.507 Mic Mic-Paper °
773.482.5 Pi 0114 Mic 768.764.3 852.507 Mic Mic-Paper °
613.279.9 LP 852 773.634.1 *(;2227299) Mic-Paper o
201.127.8 LP 490 771.513.9 ('-E>|(_ 19518) Mic-Paper O
072.140.7 FL 3115/40 = - Metal mesh
130.376.7 LP 510/1 771.544.4 *(EL|_X4?é%£}4) Mic-Paper o)
072.302.3 GD 844 778.675.9 T202 Natural fibre
071.778.5 LP 500/1 771552.7 *'(/1(62?(7)) Mic-Paper o
071.777.7 LP 500 771.552.7 *'(-KGZ%) Mic-Paper o
705.389.5 LP 501/4 778.736.9 ,'('L(Gz‘{% Mic-Paper o
711.576.9 LP 501/5 778.736.9 *'(';(GZA{% Mic-Paper e

=, MAHLE

Industriefilter

MAHLE Filtersysteme GmbH

*( ) Former type number
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1. Description

Screw compressors with oil injection cooling
play a substantial part in modern compressed
air generation. In addition to the compact
design and agood energy utilization the
manufacturers of this equipment consider the
recavery of the injected cooling oil an impor-
tant design target.

For many years, MAHLE oil separators have
proved to be ideal in this field of application. In
combination with a system-compatible selec-
tion of air intake filters and ofl filters they
warrant a good quality of the compressed air
at reasonable service life and operating cost.

The use of high-guality materials, modern pro-
duction and testing procedures ensure a high
product quality and aperating reliability.

MAHLE oil separators are of compact design
and have coaxially arranged primary and se-
condary layers. Rugged supporting tubes as-
certain geometrically uniform conditions and
good drainage of the coagulated oil, even
when the pressure load varies.

The standard design complies with the trade
association requirements with respect to
temperatura resistance and electrical condue-
tivity.

& Low resistance

@ Large-volume filter area

@ Long service life

@ High separating effect

& Compact, rugged design

MAHLE Filtersysteme GmbH - Bereich Industriefilter -

MAHLE

Postfach 13 09 -

74603 Ohringen - Telefon (0 79 41) 67-0 - Telefax (0 79 41) 67-4 29



2. Mode of Operation

1. The flow through the separator is from the outside to
the inside. The fine oil mist coagulates while passing
through the micro-fine fiberglass and is drained on the
bottom as liquid.

2. The secand filter layer traps larger oil drops that were
dragged along by the flow, and their specific gravity
causes them to rapidly sink down. The design-stipula-
ted flow conditions prevent the oil from being dragged
along.

3. Depending on the installation, the oil collects on the
bottom of the alemeant or, with horizontal installation, is
drained from the bottom of the element and is taken
to the suction side of the comprassar,

4, The service life of the separators depends exclusively
on the contamination by solid matter which plugs the
fine filter media so that the pressure I08s increases,
Owing to the large-open area of the filter layer used, a
service life of more than 5000 operating hours can be
reachad. However, this reguires good filtration of the
intake air and of the tubea oil,

5. Prior to shipment, all separators are tested with oil
aerosol for density

3. Residual Oil Content

During the course of the recent years, the measuring
methods for determining the residual oil content have
been essentially improved so that nowadays it can be
much mere accurately predicted what residual ol
content must be expected upstream of the oil separator.
However, it must also he pointed out that the type of pra-
seperation has a strong influence on the values meas-
ured, Only the combination of preseperation, oil tank
canfiguration, and a high-guality oil separator ensures a
Iow residual il content.

Another great impact on the residual oil content comes
from the oil operating temperature, Depanding on the ty-
pe of oil and the temperature rise, varying guantities of
oil vapor develops which cannot be retained by the oil
separator and, therefore condenses elsewhere. The quo-
ted residual oil contents should therefore be taken as
mean values.

High cil temparatures promote the oil aging process to a
high degrae. Following is a rule of thumb; Each 10°C tam-
peratures increase in excess of 70°C reduces the oil ser-
wice life by 50%. When the lube oil filtration is only me-
dincre, very small oil aging products enter the oil separa-
tor via the comprassad air so that the oil separator then
must operate as a fine filker which it is actually not provi-
ded for, The unavoidable consequence is that not only
the quality of the generated compressed air, but alzo tha
operating cost in particular depend on a systernatically
tuned filtration,

[t the application allows an increased residual oil content,
the flow rate at an also increased differential pressure
of 0.4 bar will be double,
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4. Dimensions

5. Technical data

Support:

Filker madia:

Tempearature
resistance:

#C eB

i

ateal zing plated,
conductive connected

barasilicate

glas fiber flegce

polymer

mix fibar fleece

polyaster fleece

max. + 120°C

Spontanaous ignition
temperature:

=280°C

6. Order Numbers
Order Type Flow rate riter Dimensions (mm ¥Walght
rimiber number  [in Nm*min at* i?;rﬁﬁi % g 3 : ckg
5 o E Fig. Flance details
TEB&31.0 852655 24 750 140 a5 170 210 200 1 1.5
TEE.T88.2 852582 38 1200 | 140 as | 170 | 317 | 307 1 20
TEB.H329 852845 28 834 | 170 | 122 | 248 | 101 | 181 1 LK 220 8xa17 18 |
7687510 a52474 36 1090 | 170 | 122 | 200 | 242 | 2E2 | 1 2.0
7744303 852537 36 1090 | 170 | 122 | 248 | 242 | 2z3z | 1 LK 210 8xa17 2.0
766.815.3 852637 4.8 1470 | 170 | 122 | 248 | 314 | 304 | 1 LK 220 Bxe1T 22
768.749.4 852473 48 1470 | 170 | 122 | 200 | 314 | 304 | 1 23
6B 7452 852 459 7.0 2140 | 170 | 122 | 200 | 445 | 435 | 1 3,0
7712771 852632 7.9 2400 | 170 | 122 | 300 | 485 | 485 | 1 LK 226 12xa1d 35
768.8138 852631 93 3010 | 170 | 122 | 200 | 613 | €03 | 1 4.0
76B.798.1 852619 39 1200 | 223 | 168 | 273 | 210 | 200 | 1 a0
768.784.1 B52538 8,3 2150 | 223 | 168 | 273 | 350 | 340 | 1 53
T6E 7486 BSZ2472 a1 2780 | 223 | 168 | 273 | 445 | 435 | 1 8.0
7667783 BE2522 81 2780 | 223 | 168 | 273 | 445 | 435 | 1a | LK 260712xal4 6.0
768.779.1 852523 125 3900 | 223 | 188 | 273 | 12 | 802z | 1a | LK 28012x0l4 70 |
76B,747.8 B52471 12,5 3000 | 223 | 168 | 273 | 612 | €02 | 1 7.0
7667940 BSZ2580 an 2400 | 275 | 218 | 324 | 315 | 306 | 1 75
768.797 3 B52606 12,1 3650 | 275 | 218 | 324 | 485 | 455 | 1 8,0
774.4337 852540 20,4 6200 | 275 | 218 | 324 | 782 | 752 | 1 130
7821358 B52529 24,2 7450 | 275 | 218 | 400 | 910 | ©00 | 1 LK 350 16xa 18 150
TEB 7460 B5247T0D 14,5 4430 300 245 | 353 512 -_50_2 1 10.0
768.7858 B52 564 4.2 B0S0 | 300 | 243 | 353 | - | ee2 | 2 13
TEE.TA4E 852458 194 5900 | 300 | 243 | 353 | B72 | BE2 | 1 1,3
7713001 B52 581 27,4 10400 | 300 | 243 | 353 | - | B80S | 2 147
7744428 B52 605 24,1 7550 | 300 | 243 | 420 | 860 | BSO | 1 LK 370 12x8 24 150
TER. TEIZ BRZE36 281 55D 383 328 460 g0 a0s 1 LK 433 12xa 14 20,0
TRETEIE B52533 361 12280 | 496 | 423 | 554 | B15 | 800 | 1 LK 530 12xa 14 30,0

* Bating at a Ap of aprox 0,2 bar and an operating pressura of T bar




Oil Separators

Air Filters

Contamination
Indicators
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1. Features

The Pi 0101 through Pi 0126 breather filters have housings made
of non-corrosive material.

The air intake is located in the upper section, this prevents surface
dust to be drawn in from the tank top. The cover is designed to pre-
vent entry of splash-water. The disposable, pleated elements can
be replaced in a matter of seconds.

The Pi 0140 through Pi 0185 breather filters have a housing ma-
de of galvanized sheet metal. The built-in o-ring provides accurate
sealing at the tank connection. With the choice of Mic or Sm-L ele-
ments the CETOP RP 98 H requirements are fullfilled. These spe-
cify the same filtration degree for the breather filter as the system
filter utilizes.

Mol-elements prevent oil aerosol from emerging the tank. The oil
aerosol coagulate, forming drops within the pleated coalescer layer,

which are returned to the tank.

Filters are fixed by threads, clamps or flanges.

MAHLE

Industrial Filtration

Air Breather Filter
Pi 0101 - Pi 0185

Air breather filter Pi 0101 - 0185 are offering the following fea-
tures

Corrosion resistant

Compact design

Equipped with Mic, Sm-L and Mol elements

High dirt holding capacity

Versatile mounting option: screwed, clamped or flanged
Versatile combination possibilities

Wide range of accessories

Worldwide distribution

—




2. Flow rate/pressure drop curve complete filter
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3.1 Filter complete

3.2 Filter elements

Air Breather Pi 0101-Pi 0185

Cover with Connection for
Order integrated service maintenance Order Quantity
number Type Mic |Sm-L| Mol integrator (UM) indicator (VA) | number Type per pack
77575830 |Pi 0101 Mic 77687692 |852 514 Mic 3
77575848 |Pi0101 Sm-L 77643562 |852514 Sm-L |3
77575806 |Pi0102 Mic 77687692 |852 514 Mic 3
77575814 |Pi 0102 Sm-L 77643562 |852514 Sm-L |3
77734700 |Pi0110 Mic 77687643 |852 507 Mic 3
77734718 |Pi0110 Sm-L 77643547 |852507 Sm-L |3
77734734 |Pi0111 Mic 77687643 |852 507 Mic 3
77734742 |Pi0111 Sm-L 77643547 |852507 Sm-L |3
77734767 |Pi0112 Mic 77687643 |852 507 Mic 3
77734775 |Pi0112 Sm-L 77643547 |852507 Sm-L |3
77734791 |Pi 0113 Mic 77687643 |852 507 Mic 3
77734809 |Pi0113 Sm-L 77643547 |852507 Sm-L |3
77734825 |Pi0114 Mic 77687643 |852 507 Mic 3
77734833 |Pi0114 Sm-L 77643547 |852507 Sm-L |3
77575681 |Pi 0120 Mic 77687767 |852 519 Mic 3
77575699 |Pi0120 Sm-L 77643554 |852519 Sm-L |3
70343778 |Pi 0120 Mic- UM 77687767 |852 519 Mic 3
70343781 |Pi 0120 Sm-L/UM 77643554 |852519 Sm-L |3
77575657 |Pi0121 Mic 77687767 |852 519 Mic 3
77575665 |Pi0121 Sm-L 77643554 (852519 Sm-L |3
79335928 |Pi 0121 Mic/UM 77687767 |852 519 Mic 3
79337494 |Pi 0121 Sm-L/UM 77643554 (852519 Sm-L |3
77575624 |Pi 0122 Mic 77687767 |852 519 Mic 3
77575632 |Pi0122 Sm-L 77643554 852519 Sm-L |3
70343778 |Pi 0122 Mic/UM 77687767 |852 519 Mic 3
70343781 |Pi0122 Sm-L/UM 77643554 |852519 Sm-L |3
77575590 |Pi 0123 Mic 77687767 |852 519 Mic 3
77575608 |Pi0123 Sm-L 77643554 |852519 Sm-L |3
79337486 |Pi0123 Mic/lUM 77687767 |852 519 Mic 3
76317812 |Pi 0123 Sm-L/UM 77643554 (852519 Sm-L |3
77728223 |Pi0125 Mic 77687767 |852 519 Mic 3
77728231 |Pi0125 Sm-L 77643554 (852519 Sm-L |3
79311853 |Pi 0125 Mic/UM 77687767 |852 519 Mic 3
79364241 |Pi0125 Sm-L/UM 77643554 (852519 Sm-L |3
77728165 |Pi0126 Mic 77687767 |852 519 Mic 3
77728173 |Pi0126 Sm-L 77643554 852519 Sm-L |3
79343260 |Pi0126 Mic/UM 77687767 |852 519 Mic 3
79326695 |Pi 0126 Sm-L/UM 77643554 (852519 Sm-L |3
77749732 |Pi 0140 Mic 77687999 (852 621 Mic 3
77749740 |Pi0140 Sm-L 77645625 |852621Sm-L |3
77795498 |Pi 0140 Mol 77789365 |852 621 Mol 3
77749765 |Pi 0140 Mic/VA 77687999 |852 621 Mic 3
77749773 |Pi0140 Sm-L/VA 77645625 |852 621 Sm-L |3
77765506 |Pi 0140 Mol/VA 77789365 (852 621 Mol 3
77730724 |Pi 0142 Mic 77687999 |852 621 Mic 3
77730732 |Pi0142 Sm-L 77645625 |852 621 Sm-L |3
77765514 |Pi 0142 Mol 77789365 |852 621 Mol 3
77728272 |Pi0142 Mic/VA i H H 77687999 |852 621 Mic 3




3.1 Filter complete 3.2 Filter elements

Cover with
integrated Connection for
service maintenance
Order indicator indicator Order Quantity
number Type Mic |Sm-L| Mol (UM) (VA) number Type per pack
77728280 |Pi0142 Sm-L/VA 77645625 852621 Sm-L |3
7765522 |Pi 0142 Mol/VA 77789365 852 621 Mol 3
76102107 |Pi0145 Mic 76101174 852 985 Mic 2
76102123 |Pi 0145 Sm-L 76101182 852985 Sm-L |2
76102115 |Pi 0145 Mic/UM 76101174 852 985 Mic 2
76102131 |Pi 0145 Sm-L/UM 76101182 852985 Sm-L |2
76102149 |Pi0146 Mic 76101174 852 985 Mic 2
76102164 |Pi0146 Sm-L 76101182 852985 Sm-L |2
76102156 |Pi0146 Mic/UM 76101174 852 985 Mic 2
76102172 |Pi0146 Sm-L/UM 76101182 852985Sm-L |2
76102180 |Pi 0147 Mic 76101174 852 985 Mic 2
76102206 |Pi0147 Sm-L Ei 76101182 852985Sm-L |2
76102198 |Pi 0147 Mic/UM 76101174 852 985 Mic 2
76102214 |Pi 0147 Sm-L/UM 76101182 852985 Sm-L |2
76102222 |Pi 0148 Mic 76101174 852 985 Mic 2
76102230 |Pi0148 Sm-L 76101182 852985 Sm-L |2
76102248 |Pi 0148 Mic/UM 76101174 852 985 Mic 2
76102255 |Pi 0148 Sm-L/UM 76101182 852985 Sm-L |2
76102263 |Pi 0149 Mic 76101174 852 985 Mic 2
76102289 |Pi0149 Sm-L 76101182 852985 Sm-L |2
76102271 |Pi 0149 Mic/lUM 76101174 852 985 Mic 2
76102297 |Pi 0149 Sm-L/UM 76101182 852985 Sm-L |2
77749328 |Pi 0152 Mic 77687726 852 516 Mic 2
77749336 |Pi0152 Sm-L 1 77687759 852516 Sm-L |2
77765530 |Pi0152 Mol 77789381 852 516 Mol 2
77749359 |Pi 0152 Mic/VA 77687226 852 516 Mic 2
77749369 |Pi0152 Sm-L/VA 77687759 852516 Sm-L |2
77765548 |Pi 0152 Mol/VA 77789381 852 516 Mol 2
77728306 |Pi0153 Mic 77687226 852 516 Mic 2
77728314 |Pi0153 Sm-L 77687759 852516 Sm-L |2
77765555 |Pi0153 Mol 77789381 852 516 Mol 2
77728330 |Pi0153 Mic/VA 77687226 852 516 Mic 2
77728348 |Pi0153 Sm-L/VA 77687759 852516 Sm-L |2
77765653 |Pi 0153 Mol/VA 77789381 852 516 Mol 2
77749799 |Pi 0154 Mic 77687226 852 516 Mic 2
77749807 |Pi0154 Sm-L 1 77687759 852516 Sm-L |2
77765571 |Pi 0154 Mol 77789381 852 516 Mol 2
77749823 |Pi 0154 Mic/VA 77687226 852 516 Mic 2
77749831 |Pi0154 Sm-L/VA 77687759 852516 Sm-L |2
77765589 |Pi 0154 Mol/VA 77789381 852 516 Mol 2
77950918 |Pi 0182 Mic 77950298 852 822 Mic 1
77950926 |Pi0182 Sm-L 77950348 852822 Sm-L |1
77950934 |Pi 0182 Mol 77873318 852 822 Mol 1
77950959 |Pi 0182 Mic/VA 77950298 852 822 Mic 1
77950967 |Pi 0182 Sm-L/VA 77950348 852822 Sm-L |1

Air Breather Pi 0101-Pi 0185 4



3.1 Filter complete

Order
number

Type

77950975

Pi 0182 Mol/VA

Cover with
integrated
service
indicator
(Um)

Connection
for
maintenance
indicator
(VA)

77950538

Pi 0183 Mic

3.2 Filter elements

Order
number

Type

Quantity per
pack

77950546

Pi 0183 Sm-L

77873318

852 822 Mol

77950298

852 822 Mic

77873219

Pi 0183 Mol

77950348

852 822 Sm-L

77950785
77950835

Pi 0183 Mic/VA
Pi 0183 Sm-L/VA

77950843

Pi 0183 Mol/VA

77873318

852 822 Mol

77950215

Pi 0184 Mic

77950298
77950348

852 822 Mic
852 822 Sm-L

77950223

Pi 0184 Sm-L

77873318

852 822 Mol

77950298

852 822 Mic

77950850
77950875

Pi 0184 Mol
Pi 0184 Mic/VA

77950348

852 822 Sm-L

77950884

Pi 0184 Sm-L/VA

77950892

Pi 0184 Mol/VA

77873318
77950298

852 822 Mol
852 822 Mic

77954498

Pi 0185 Mic

77950348

852 822 Sm-L

77954506

Pi 0185 Sm-L

77873318

852 822 Mol

77950298

852 822 Mic

77954514

Pi 0185 Mol

77950348

852 822 Sm-L

78224123
78224149

Pi 0185 Mic/VA
Pi 0185 Sm-L/VA

78224131

Pi 0185 Mol/VA

77873318

852 822 Mol

Air Breather Pi 0101-Pi 0185

77950298
77950348

852 822 Mic
852 822 Sm-L

77873348

852 822 Mol
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4. Technical specifications

Separation:

Mic 10 pm
Sm-L 3 um
Mol oil vapors

Temperature range: -10°Cto + 100 °C

(other temperature ranges on request)

Housing material:

Pi 0101 to Pi 0126 polyamide
Pi 0140 to Pi 0154 galvanized sheet metal
Pi 0182 to Pi 0185 steel/Al

Sealing material:

Pi 0126 rubberized cork
Pi 0140 to Pi 0185 NBR
Resistance: all hydraulic oils

Other elements for HFA, HFC and HFD fluids on request.

We draw attention to the fact that all values indicated are average va-
lues which do not always occur in specific cases of application. Our
products are continually being further developed. Values, dimensi-
ons and weights can change as a result of this. Our specialized de-
partment would be pleased to offer you advice.

We recommend you to contact us concerning applications of our
filters in areas governed by the EU Directive 94/9 EC (ATEX 95).
The standard version can be used for liquids based on mineral oil
(corresponding to the fluids in Group 2 of Directive 97/23 EC Atrticle
9). If you consider to use other fluids please contact us for additional
support.

Subject to technical alteration without prior notice.
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*1 mm dia screen removable

*2 6x screw M5x16 DIN 7500 (cross-slotted)

*3 6x screw M5x16 DIN 7500 (cross-slotted)

*4 optional connection for maintenance indicator (VA)

Air Breather Pi 0101-Pi 0185
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5. Dimensions

Air flow rate

[I/min]* Fig. Dimensions
[mm/inch] [mm] [mm] [mm] [mm]

Type Mic Sm-L Mol D A B C E
Pi 0101 60 55 - 1 M12x1.5 62 44 12 17
Pi 0102 60 55 - 1 Gl/4 62 44 12 17
Pi 0110 100 90 - 2 M16.5x1.5 |80 67 12 21
Pi 0111 110 100 - 2 M22x1.5 80 67 13 27
Pi 0112 110 100 - 2 G1/2 80 67 13 26
Pi 0113 100 90 - 2 G3/8 80 67 12 22
Pi 0114 120 110 - 2 G3/4 80 67 15 32
Pi 0120 1000 900 - 1 M33x2 118 73 20 -
Pi 0121 1000 900 - 1 G1 118 73 19 -
Pi 0122 1000 900 - 3 @ 25 118 73 16 -
Pi 0123 14500 1300 - 3 @ 40 118 73 16 -
Pi 0125 750 650 = 4 @ 73rrrx 118 81 - =
Pi 0125
(without 1600 1400 - 4 @ T3rrxx 118 81 - -
enclosure)
Pi 0126 1350 1150 - 5 @ 73*rrx 118 81 - -
Pi 0140 2000 1700 130 6 @ 40** 142 95 30 -
Pi 0142 2400 2000 140 6 @ 52** 142 95 30 -
Pi 0145 2100 1800 i 4 @ 73r+wx 118 133 - -
Pi 0146 1800 1500 e 5 @ T3r+*x 118 133 - -
Pi 0147 2000 1700 el 3 @ 40** 118 133 19 -
Pi 0148 2400 2000 Hhk 3 @ 52** 118 133 23 -
Pi 0149 1600 1300 i 1 G1Y. 118 135 17 38.5
Pi 0152 5300 4200 570 6 @ 73 *** 230 117 30 -
Pi 0153 6300 4600 620 6 D 76** 230 117 30 -
Pi 0154 7700 5200 640 6 @ 80** 230 117 30 -
Pi 0182 7200 5800 - 6 @ 70** 230 320 30 -
Pi 0183 9600 7600 - 6 @ 76** 230 320 30 -
Pi 0184 10500 8100 - 6 @ 80** 230 320 30 -
Pi 0185 13000 9600 - 6 @ 100** 230 320 30 -

*) when A p is 0.01 bar (air flow can be reduced by air humidifying)

**) clearance H11
***) preparation
***%) connection according to DIN 24557 T2 (6x screw M5x16 and seal included in delivery)

Air Breather Pi 0101-Pi 0185




6. Maintenance indicator

The types Pi 0101 - 0185 may be equipped with a maintenance indicator for optimal filter element exploitation. They indicate when the filter
element must be serviced and thus save unnecessary costs.

Vacuum indicator/ Air breather

Temperature
Indicator setting resistance Order
[mbar £+ 10 %] [°C] Execution Type number Indication
- 50 1 TB 745 78309056 visual,
-50 -40to + 110 2 TB 745/1 78309064 self-
- 65 2 TB 746/1 78309049 locking
95
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*1 Execution 1
*2 Execution 2

*3 Indication: Position of display at nominal value in mbar
Standard seal material of maintenance indicator: NBR
Seal material types LES/LEO: Silicone rubber

Permissible
over- Tempe-
pressu- rature Indicator Material Material
re max. resistance setting Contact |Connection Order lower upper
[bar] [°C] [mbar + 4] type size Type number section section
-20to + 80 normally
-50 LES 250 | 78308918 GD-ZnAl Polycarbonat
peaks open M10x1
0.1 bar _
t0 120 normally (inside)
-50 LEO 2501 | 78308926 GD-ZnAl Polycarbonat
closed
35 >
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il =
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T
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6. Maintenance indicator

Retrofit cover with integrated service indicator

Order number Type

Retrofit cover with integrated service indicator
for Pi 0120-0149/UM

79343013

Integrated 3-step service indicator offers optimized filter element service life
Switching level 100 % at 50 mbar

Indication of 50 %, 75 %, 100 % of switching level by red gauge

Gauge self-locking, handy turning knob to lock

7. Filling adapter

Order number Type
78258956 Filling adapter ﬂ,m_“_{l_f:_’j
Filling adapter with Walther coupling L it
78259111 {E—
and dust cap T
| Pio121
| Pio125
| PiD145
T
Tank connection: flange acc. DIN 24557 part 2 -
Mate'rlalz ' Al anodized \\'{k ‘ =
Sealing material: cork i <
Fixing screws: 6 pcs M5x70 DIN 912

(included in delivery) [

*1 Connection for vacuum indicator (G1/8)

*2 Parts shown as dotted lines not included in delivery
*3 Connection for filling coupling

*4 Connection for extension pipe

Air Breather Pi 0101-Pi 0185



7. Filling adapter

Characteristics of filling adapter MD012 and MDO019:

m Robust adapter for filling with big cross-section for optimized fil-
ling

m Coupling for filling with dust cap acc. delivery specifications of the
automotive industry

10041

Fig. Pi 0125 - Pi 0145 UM MD012

*1 Maintenance switch LTB 9

*2 Dust cap 76319008 Walther MD-012-5-19

*3 Closing nipple

*4 Steel ring

*5 Walther MD-012-2WR 526

*6 Flange pattern DIN 24557 D 73

*7 Optional: Extension pipe DIN 2391;
Length acc. to customer specification

*8 On circumference

m Filling barrier integrated in the air breather
m Cover with visual service indicator, 3-step, gauge, value self-

locking

m Versatile connecting options

117.5

58

10041

G 3

Fig. Pi 0125 - Pi 0145 UM MD019

*1 Maintenance switch LTB 9
*2 Dust cap PVC, Walther LP-019-5-74-KU

*3 Clossing nippel, Walter MD-019-2-WR526-19-1VF

*4 Flange pattern DIN 24557 D 73

*5 Optional: Extension pipe DIN 2391,
Length acc. to costumer specification

*6 On circumference

Order number Type Order number Type
76318968 Pi 0125 Mic-UM/MDO012 76101406 Pi 0125 Mic-UM/OS/MD019
76318976 Pi 0125 Sm-L-UM/MD012 76101430 Pi 0125 Sm-L-UM/OS/MD019
76318984 Pi 0145 Mic-UM/MDO012 76101414 Pi 0145 Mic_UM/OS/MD019
76318992 Pi 0145 Sm-L-UM/MD012 76101448 Pi 0145 Sm-L-UM/OS/MD019

Air Breather Pi 0101-Pi 0185
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8. Accessories

Order number Type

Order number Type

Expansion kit with spillage pro-
tection to combine with

Pi 0125/0126 or

Pi 0145/0146

79343377

i
PARN
96 1

*1  Perforated disc
*2  Valve disc
*3  Float ball: Opening point, max. 0.15 bar

Operating principle of spillage protection:

The float ball (*3) is guided over the filling strainer. If the liquid level in
the tank rises, the ball rises accordingly and closes the tank outlet by
means of the valve disc (*2). The valve disc is flexibly loaded to pre-
vent the permissible pressure inside the tank from being exceeded.

Air Breather Pi 0101-Pi 0185

Retrofit kit with preloaded valve
to combine with Pi 0125/0126 or
Pi 0145/0146

Valve opening pressure: 0.05
bar suction pressure; 0.2 bar
preload pressure

79735382

—

Advantages of preloaded valve:
= Pump support due to preloaded reservoir

m Minimized air exchange with the contaminated/humid ambient
m Reduced ingress of humidity into the hydraulic system

11



MAHLE

Industrial Filtration

MAHLE Filtersysteme GmbH
Industriefiltration

Schleifbachweg 45

D-74613 Ohringen

Phone +49 (0) 7941/67-0

Fax +49 (0) 7941/67-23429
industriefiltration@mahle.com
www.mahle-industrialfiltration.com
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